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1 Introduction
In recent years, there has been an increase in the popularity of Light Field
(LF) imaging technology with the increase in availability of LF camera
devices such as the Lytro, as well as an increase in the use of LF camera
arrays [5]. However, both camera arrays and LF cameras can create views
that exhibit colour discrepancies, and previous work has already tackled
similar issues when data is captured using the Lytro camera [4] or multi-
view camera systems [3]. In [4], an L2 based colour transfer method
is applied in an iterative approach to recolour the views of a Lytro light
field to correct the colour fading that occurs on outer views of the LF.
This method was based on earlier L2 based methods proposed by Grogan
et al.[1, 2]. In this paper, we propose to combine similar aspects of the
L2 based cost function proposed in [1] with some of the cost function
constraints proposed in [2], and propose a new propagation scheme so
that this L2 based framework can be extended to colour correcting LF
arrays. We also take advantage of a colour chart captured in the scene to
not only ensure that colours are consistent across the LF, but also match
the ground truth colour chart.

2 Estimating the Colour Transfer Function
For a target and palette image with colour correspondences {µ(k)
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(i.e. colours that should correspond after the colour correction function is
applied to the target image), we propose the following cost function to
register the colour distributions of the images:
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Here, the colour correction function φ is a thin plate spline function
controlled by the parameter to be estimated, θ . The matrix I is the iden-
tity and h a parameter controlling the variance. The first term of this
cost function computes the distance between two Gaussian Mixture mod-
els (GMMs) that model the color distributions of the transformed target
and palette images respectively [1]. The error term E(φ(µ(k)

t ,θ)) is that
proposed in [2] penalising transformed colour values that lie outside the
RGB cube. The function φ estimated using Eq 2 therefore ensures the
colour correspondences are accounted for during the optimisation and the
amount of colours mapped outside of the RGB cube is minimised, while
the thin plate spline function ensures a smooth colour correction function
is estimated.

3 Recolouring the Light Field
To recolour the entire light field, each view is recoloured one by one start-
ing with the centre view. To recolour the centre view Ic, the colour chart is
extracted from the view and its 24 colours {x(k)c }k=1..24 computed. Taking
the corresponding 24 ground truth colour chart colours {x(k)g }k=1..24, we
define the correspondences {µt ,µp}= {xc,xg}. We then minimise Eq. 2
to compute the colour correction function φ . The function φ is applied to
all pixels in the centre view creating the recoloured view Īc (see Fig. 1).

When the centre view has been recoloured, all other views in the light
field can then be corrected. For a view Im, not only are the colour chart
colours used to create correspondences {xm,xg}, but we also compute
SIFT correspondences {sm,sc̄} between the view Im and the recoloured
centre view Īc. Then, we define {µt ,µp} = {xc,xg}∪{sm,sc̄} and com-
pute the function φ using Eq. 2 (see Fig 1).

4 Implementation and Results
The colour transfer functions are computed in RGB space. The LF views
are captured in .exr format, and the transfer functions φ are converted to
look up tables so they can be applied using software such as photoshop.
We also found that if the camera colour parameters do not change across
a video sequence, the transfer function φ estimated for each camera can
be applied to all frames of a video captured using the same setup.

Our recoloured light field can be seen in Fig. 1. From this image, it’s
clear that our method successfully corrects any colour inconsistencies in
the LF, as well as ensuring the colours of the colour chart match those of
the ground truth. Quantitiatively, our method significantly improves the
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Figure 1: Our colour propagation approach for light field arrays.

average MSE value between each view and the centre view from 813.5
before recolouring to 610.2 afterwards, as well as that computed between
the captured and ground truth colours charts, which was 832.8 before
recolouring and 81.3 afterward. Removing the SIFT correspondences and
using only the colour chart information for all views when estimating the
transfer functions reduces the MSE from 813.5 to only 698.5, highlighting
that these additional correspondences between views provide significant
improvement to the colour consistency of the lightfield.

5 Acknowledgments
This publication has emanated from research conducted with the financial support
of Science Foundation Ireland (SFI) under the Grant Number 15/RP/2776 as well
as the European Union’s Horizon 2020 Research and Innovation Programme under
Grant Agreement No. 780470.
[1] M. Grogan and R. Dahyot. L2 divergence for robust colour transfer. CVIU,

181:39 – 49, 2019. ISSN 1077-3142. doi: 10.1016/j.cviu.2019.02.002.
[2] M. Grogan, R. Dahyot, and A. Smolic. User interaction for image recolouring

using l2. In Proceedings of CVMP 2017, CVMP 2017, pages 6:1–6:10. ACM,
2017. doi: 10.1145/3150165.3150171.

[3] Neel J. Color calibration for arrays of inexpensive image sensors. Stanford
University, March 2004.

[4] P. Matysiak et al. A pipeline for lenslet light field quality enhancement. In
25th IEEE ICIP, pages 639–643, Oct 2018. doi: 10.1109/ICIP.2018.8451544.

[5] J. Trottnow et al. The potential of light fields in media productions. In SIG-
GRAPH Asia 2019 Technical Briefs, SA ’19, pages 71–74, New York, NY,
USA, 2019. ACM. doi: 10.1145/3355088.3365158.


